
Oil & Gas Series

XLRW Wireline Load Cell
To monitor wireline and slickline tension for 
well intervention & logging, tool retrieval, 
mast and hook weight.

Ranges to 0-40,000lbs
All-Welded Stainless Steel
Field-Replaceable Amp
Integral Tongue & Yoke Shackle
Analog or Digital Output

Specifications
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SUPPLY +/- 15 VDC

FULL SCALE OUTPUT 1.5 VDC

BRIDGE RESISTANCE 350 ohm

LINEARITY ±0.20% F.S.O.

HYSTERESIS ±0.20% F.S.O.

ACCURACY ±0.50% F.S.O.

ZERO BALANCE ±1.0% F.S.O.

OPERATING TEMP -65°F to +250°F

COMPENSATED TEMP -20°F to +140°F

THERMAL EFFECTS      ON SPAN
                                         ON ZERO

±0.005% Reading/°F
±0.005% F.S./°F

CALIBRATION Positive in tension

MATERIAL Stainless Steel

WIRING CODE  
EXTERNAL CONNECTOR  
                                           PIN A
                                           PIN B
                                           PIN C
                                           PIN D
                                           PIN E
                                           PIN F
                                           PIN G
                                           PIN H

(+) SUPPLY (+15 VDC)
(+) SUPPLY (+15 VDC)
(-) SUPPLY (-15VDC)
SUPPLY COMMON
(+) OUTPUT (+1.5 VDC)
(-) OUTPUT
SHUNT CAL
CASE GROUND


